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RECOMMENDED ROLL PLANS
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CUT BACK EXISTING VEGETATION

AND REGRADE AT 2:1 ON INSIDE OF

CORNER TO IMPROVE SITE LINES.

NO VEGETATION BEYOND THIS POINT

OPERATIONAL IMPROVEMENTS INCLUDE:

· ADVANCED WARNING SIGNS

· DYNAMIC WARNING SIGNS

· DOUBLE SOLID YELLOW CENTRELINE

· SOLID WHITE EDGE LINES

· CHEVRON SIGNS ON OUTSIDE OF CURVES

· CENTRE RUMBLE STRIPS
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EXISTING BRIDGE

STRUCTURE TO BE

WIDENED AND

REHABILITATED
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PROVIDE ROAD SIDE DITCH AND

REGRADE SLOPE AT 2:1 BEHIND

PROPOSED DITCH.

PROVIDE EROSION PROTECTION AS PER

OPSS.MUNI 804.

CUT BACK EXISTING VEGETATION AND

REGRADE  AT 2:1 ON DOWNHILL SLOPE.

WIDEN ROADWAY AT

SHARP CORNERS TO

PROVIDE SUFFICIENT WIDTH

FOR LARGE VEHICLES

SUCH AS SNOW PLOWS

NO VEGETATION BEYOND

THIS POINT TO ENSURE

ADEQUATE SIGHTLINES
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INSTALL NEW  WARNING SIGN

"PREPARE TO STOP"
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