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SYMBOLS

DETAIL

DTL#

A101

DETAIL IDENTIFICATION

SHEET WHERE LOCATED

CUT LINE - DEFINES THE
DETAILED ELEMENT

SECTION

DTL#

SHT#

DETAIL IDENTIFICATION

SHEET WHERE LOCATED

CUT LINE - DEFINES THE
DETAILED ELEMENT

EXTERIOR ELEVATION

ELEV#

SHT#

ELEV. IDENTIFICATION

SHEET WHERE LOCATED

INTERIOR ELEVATION

ELEV. IDENTIFICATION

SHEET WHERE LOCATED

A1011

1

1

1

NORTH ARROW

PROJECT NORTH

TRUE NORTH

EQUIPMENT MARK

011 EQUIPMENT NUMBER -
REFER TO SCHEDULE

COLUMN GRIDS

2

B

2

REVISION CLOUD + DELTA

HEIGHT ABOVE 
REFERENCED SURFACE

50'-0"

SLOPE DIRECTION

SLOPE

DOWN

PROPERTY LINE

FENCE

BREAKLINE

MATERIALS

CMU or BLOCK

CONCRETE

EARTH

GRAVEL

STEEL

BUILDING CODE DATA MATRIX PARTS 3 OR 9

PROJECT DESCRIPTION:

MAJOR OCCUPANCY(S)

BUILDING AREA (sq.m.)

GROSS AREA (sq.m.)

NUMBER OF STOREYS

NUMBER OF STREETS /  FIRE FIGHTER ACCESS:

BUILDING CLASSIFICATION(S)

SPRINKLER SYSTEM PROPOSED

STANDPIPE REQUIRED

FIRE ALARM REQUIRED

WATER SERVICE / SUPPLY IS ADEQUATE

CONSTRUCTION RESTRICTIONS

ACTUAL CONSTRUCTION

MEZZANINE (S) AREA m2

OCCUPANT LOAD BASED ON

BARRIER-FREE DESIGN

HAZARDOUS SUBSTANCES

REQUIRED 
FIRE 
RESISTANCE 
RATING (FRR)

SPATIAL SEPARATION - CONSTRUCTION OF EXTERIOR WALLS

N

E

S

W

YES NO

YES NO

COMBUSTIBLE 
PERMITTED

N/A

NEW

ADDITION

CHANGE OF USE ALTERATION

PART 11

ENTIRE BUILDING

SELECTED COMPARTMENTS

SELECTED FLOOR AREAS

BASEMENT

NOT REQUIRED

IN LIEU OF ROOF RATING

YES NO

YES NO

WALL AREA 
OF EBF 
(sq. m.)

LD. 
(m)

L/H OR 
H/L

PERMITTED 
MAX. % OF 
OPENINGS

PROPOSED 
% OF 
OPENINGS

FRR 
(HOURS)

LISTED 
DESIGN 
No. OR 
DESCRIP.

HORIZONTAL ASSEMBLIES FRR 
(HOURS)

LISTED DESIGN No. OR 
DESCRIPTION (SG-2)

FLOORS: 0 HOURS

ROOF:              0 HOURS

COMBUSTIBLE

NON-COMBUSTIBLE 
REQUIRED

NON-COMBUSTIBLE

BOTH

BOTH

m2 / PERSON DESIGN OF BUILDING

TOTAL:CONTROLLER : 11.72m2

GROUP F1 (HIGH HAZARD)

ABOVE GRADE: ONE BELOW GRADE: 0

1 STREETS

3.2.2.75 GROUP F, DIVISION 1, 
ONE STOREY

YES NO

11.1 TO 11.4

13.39m2

N/A

CONTROL: 1 WARMING: 1

RETAIL PETROL FUEL FACILITY

YES NO

MEZZANINE:     0

FRR OF SUPPORTING MEMBERS LISTED DESIGN No. OR 
DESCRIPTION (SG-2)

FLOORS: 0 HOURS

ROOF:              0 HOURS

MEZZANINE:     0

HOURS

HOURS

X

X

X

HIGH BUILDING

X

X

X

X

X

X

X

NAME OF PRACTICE: COSTCO WHOLESALE CORPORATION
                                                730 LAKE DRIVE ISSAQUAH,WA 98027

T: 425.313.8100 www.costco.com

NAME OF PROJECT:            COSTCO WHOLESALE
Fuel Facility

LOCATION:                         CREDITVIEW ROAD & MAYFIELD ROAD 
CALEDON, ON
L7C 1X9, CANADA

ITEM

1

2

3

4

5

6

7

8

N/A

N/A

N/A

N/A

9

10

11

12

13

14

15

16

17

18

19

PLUMBING FIXTURE REQUIRMENTS

GROUP: F1 (HIGH HAZARD) 
CONTROLLER OCCUPANT LOAD : 1
WARMING OCCUPANT LOAD : 1

FIXTURES REQUIREDOCCUPANT LOAD FIXTURES PROVIDED

20

CONTROLLER

2
1 SHARED (OL<9)

BUILDING CODE REFERENCE:
REFRENCES AREA TO DIVISION B UNLESS 
NOTED.
(A) FOR DIVISION A OR (C) FOR DIVISION C.

PART 3 PART 9X

1.1.2 (A) 1.1.2 (A) & 9.10.1.3

3.1.2.1.(1) 9.10.2

1.4.1.2 (A) 1.4.1.2 (A)

1.4.1.2 (A) 1.4.1.2 (A)

1.4.1.2 (A) & 3.2.1.1 1.4.1.2 (A) & 9.10.4

3.2.2.10 & 3.2.5.5 9.10.20

3.2.2.20-.92 9.10.2

INDEXINDEX

9.10.8.23.2.2.20-.92

3.2.1.5

3.2.2.17

N/A3.2.9

3.10.183.2.4

N/A3.2.5.7

N/A3.2.6

9.10.63.2.2.20-.92

9.10.4.13.2.1.1.(3)-(8)

9.9.1.33.1.17

9.5.23.8

9.10.1.3 (4)3.3.1.2 & 3.3.1.19

9.10.8
9.10.9

3.2.2.20-.83 & 3.2.1.4

9.10.143.2.3

COMB.
CONSTR

COMB.
CONSTR.
NONC.
CLADDING

NON COMB.
CONSTRUCTION

WARMING: 1.67m2

>15m

>15m

>15m

>15m

WASHROOMS PROVIDED 
FOR STAFF AND 

CUSTOMERS ON SITE IN 
MAIN WAREHOUSE 

BUILDING

13.5m2

5.8m2

13.5m2

5.8m2

TOTAL:CONTROLLER : 11.72m2 13.39m2WARMING: 1.67m2

X

WARMING

1

M F

2

1 SHARED (OL<9)

6220 Highway 7, Suite #300

Vaughan, Ontario, Canada L4H 0R1

P 905.760.1221   
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TSG-1

PROJECT DIRECTORY

COSTCO WHOLESALE FUEL FACILITY
CREDITVIEW ROAD & MAYFIELD ROAD

CALEDON, ON

ARCHITECTURAL

AG-1 SITE PLAN

AG-2 CANOPY ELEVATIONS

AG-4 CANOPY REFLECTED CEILING PLAN

ARCHITECTURAL SHEET COUNT: 3

INDEX OF DRAWINGS

COVER SHEET

TSG-1 TITLE SHEET

COVER SHEET COUNT: 1

ARCHITECTURAL ABBREVIATIONS ARCHITECTECTURAL SYMBOLS

LOCATION MAP - SITE PLAN VICINITY MAP

SCOPE OF WORK

THE FUELING FACILITY INCLUDES 12 ISLANDS WITH ONE DOUBLE SIDED FUEL DISPENSER EACH, ALLOWING FOR 24 AUTOMOBILE 
FUELING POSITION. THE FACILITY WOULD BE COVERED BY A 5334 (17'-6") HIGH CANOPY WITH COLOR AND SIGNAGE TO COORDINATE 
WITH THE MAIN WAREHOUSE.

THE COMPUTERIZED CONTROLLER, WHICH RUNS THE PAYMENT, PUMPING, AND MONITORING SYSTEMS, IS HOUSED BY A 2159 (7'-1") 
BY 5182 (17'-0") OWNER SUPPLIED STEEL UNIT PAINTED TO COORDINATE WITH THE MAIN WAREHOUSE. FUEL AND FUEL ADDITIVE 

WILL BE STORED IN THREE (3) DOUBLE WALLED, FIBERGLASS UNDERGROUND STORAGE TANKS.

THE CONTROL / MONITORING SYSTEM TO BE INSTALLED INCLUDES AN ALARM TIED INTO AN OWNER CONTRACTED 24 HOUR 
MONITORING SERVICE COMPANY. THE CONTINUOUS LEAK DETECTION SYSTEM WILL AUTOMATICALLY CHECK FOR FLUID LEAKS AND 
AUTOMATICALLY WILL STOP THE FLOW OF FUEL IN THE EVENT OF AN ALARM CONDITION.

ADJ. ADJUST, ADJUSTABLE or ADJACENT

AL. ALUMINUM

APPROX. APPROXIMATE(LY)

BD. BOARD

BLDG. BUILDING

BLK. BLOCK

BLKG. BLOCKING

BM. BEAM

BTWN BETWEEN

CLR. CLEAR

COL. COLUMN

CONT. CONTINUOUS

CONC. CONCRETE

C.B. CATCH BASIN

C.I. CAST IRON

CONSTR. CONSTRUCTION

CIP CAST IN PLACE

CJ CONSTRUCTION JOINT

CMU CONCRETE MASONRY UNIT

CORP CORPORATION

DTL DETAIL

DS DOWNSPOUT

DIM. DIMENSION

DWG. DRAWING

DBL. DOUBLE

DIA. DIAMETER

EA. EACH

EXT. EXTERIOR

EXST. EXISTING

E. EAST

EQ. EQUAL

ENCL. ENCLOSED or ENCLOSURE

ETC ET CETERA

ELEC. ELECTRIC(AL)

FOR ADITIONAL ABBREVIATIONS SEE 
OTHER DESIGN DISCIPLINES 

SCALE:   1 : 1200

OVERALL SITE PLAN
1

NOTE:

NOTE:

AREA OF WORK

EL. ELEVATION

EMER. EMERGENCY

EXP. EXPANSION

EXH EXHAUST

FT. FOOT or FEET

FIN. FINISH(ED)

FLUOR. FLUORESCENT

F.E. FIRE EXTINGUISHER

FLASH. FLASHING

F.E.C. FIRE EXTINGUISHER CABINET

F.H.C. FIRE HOSE CABINET

FDN. FOUNDATION

FL. FLOOR

F.A. FIRE ALARM

FURR. FURRING

F.B. FLAT BAR

F.D. FLOOR DRAIN

F.O.C. FACE OF CONCRETE

F.O.F. FACE OF FINISH

FTG. FOOTING

GA. GAUGE

G.C. GENERAL CONTRACTOR

H.C. HANDICAPPED

HTR HEATER

HORIZ. HORIZONTAL

HT. HEIGHT

INT. INTERIOR

INSUL. INSULATION or INSULATED

IBC INTERNATIONAL BUILDING CODE

JT./JTS JOINT, JOINTS

LCD LIQUID CRYSTAL DISPLAY LINEAR

LF FOOT, LINEAR FOOT LIQUID

LIQ MAS MASONRY

MIN. MINIMUM

MAX. MAXIMUM

MECH. MECHANICAL

MBS METAL BUILDING SUPPLIER

MH. MANHOLE

MISC. MISCELLANEOUS

MET. METAL

MFR. MANUFACTURER

MFG MANUFACTURING

MIR. MIRROR

MTD MOUNTED

MTG MOUNTING

N.I.C. NOT IN CONTRACT

NOM. NOMINAL

N.T.S. NOT TO SCALE

N. NORTH

O.C. ON CENTER

OPP. OPPOSITE

O.A. OVERALL

OH OVERHEAD

OPNG. OPENING

PL. PLATE, PROPERTY LINE

PT. POINT

PRV PRESSURE REDUCING VALVE

QTR QUARTER

R.D. ROOF DRAIN

REQ. REQUIRED

RAD. RADIUS

REF. REFERENCE

RCP REFLECTED CEILING PLAN

RF ROLLED FORMED

R.W.L. RAIN WATER LEADER

REINF. REINFORCE(D)

REC'D RECEIVED

STL. STEEL

SIO SUPPLIED & INSTALLED BY OWNER

SIM. SIMILAR

SPEC. SPECIFIED or SPECIFICATION

SIV SUPPLIED & INSTALLED BY VENDOR

SQ. SQUARE

SJ SAW-CUT JOINT

S. SOUTH

SOIC SUPPLIED BY OWNER & INSTALLED
BY CONTRACTOR

SS SANITARY SEWER

STRUCT STRUCTURE or STRUCTURAL

STD STANDARD

SYS SYSTEM

SECT. SECTION

SHT. SHEET

TYP. TYPICAL

T&E TANK & ELECTRICAL

T. TREAD

T.O.S TOP OF STEEL

T.O.M TOP OF MASONRY

TS TUBE STEEL

U.O.N. UNLESS OTHERWISE NOTED

UNSCHD UNSCHEDULED

VERT. VERTICAL

VIF VERIFY IN FIELD

W/ WITH

W/O WITHOUT

W. WEST

W WIDTH

WR WATER RESISTANT

WP WATERPROOF

UNDER WAREHOUSE PERMIT SUBMITTAL:
COSTCO WAREHOUSE AND TIRE CENTER, ALL GRADING, CURBING,
LANDSCAPING, SITE LIGHTING, ALL ASPHALT, PARKING LOT
STRIPING, CONDUITS FROM CONTROLLER ENCLOSURE TO 
WAREHOUSE, REMOVAL / RELOCATION OF EXISTING UTILITIES, 
SIDEWALKS AND IMPROVEMENTS. 

UNDER FUEL FACILITY PERMIT SUBMITTAL: 
NECESSARY PIPING AND ELECTRICAL FOR FUEL FACILITY, THE 
CANOPY AND CANOPY LIGHTING, TANK AND CANOPY CONCRETE 
PAD, EQUIPMENT CONTROLLER ENCLOSURE, LANE STRIPING AND 
DIRECTIONAL ARROWS.
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0 5'

1" = 10'-0"

10' 20'

LOCATION OF UNDERGROUND STORAGE TANKS - SEE DETAIL A / T-3.1:
(2) 100,000 LITERS REGULAR UNLEADED
(1) 100,000 LITERS PREMIUM UNLEADED
(1) 5678 LITER SPLIT FUEL ADDITIVE

FUEL CANOPY

ACCESSIBLE MULTI-PRODUCT DISPENSER - SEE DETAILS T-6

CONCRETE ISLAND AT DISPENSER

WASTE RECEPTOR, BOLTED DOWN (SOIC)

FIRE EXTINGUISHER, QUANTITY AS SHOWN ON PLAN, MOUNTED ON COLUMN
SIDE FACING AWAY FROM DISPENSER - FIRE EXTINGUISHER CABINET TO BE,
BROOKS MODEL # MARK II, RED CABINET WITH CLEAR COVER (OR EQUAL) - FIRE
EXTINGUISHER AND CABINET SUPPLIED BY CONTRACTOR

EMERGENCY SHUT OFF SWITCH, 25' - 75' FROM DISPENSERS - SEE
DETAIL 7 / AG-6

PREFABRICATED, PRE-ENGINEERED, UL APPROVED CONTROLLER ENCLOSURE -
SEE DETAIL 3 / AG-5

CONCRETE CURB

CONCRETE CURB COMPLETED UNDER WAREHOUSE CONTRACT

FUEL TRUCK OFFLOAD AREA PAINTED STRIPE - SEE DETAIL 14 / AG-7

CONCRETE WALKWAY - SEE DETAIL 3 / AG-5

CONCRETE SLAB - SEE AG-6, STRUCTURAL TANK AND CIVIL DRAWINGS

ROLL-TOP DRUM SPILL CONTAINMENT CABINET

TRANSFORMER ON CONCRETE SLAB - SEE CIVIL DRAWINGS

MONITORING WELL

CATCH BASIN - SEE CIVIL DRAWINGS

SITE AREA CATCH BASIN, COMPLETED UNDER WAREHOUSE CONTRACT - SEE
CIVIL DRAWINGS

CONCRETE DRAINAGE SWALE - SEE 11 / AG-6

OIL / WATER SEPARATOR - SEE CIVIL DRAWINGS

VENT STACK, ARID PERMEATOR, AND  ADDITIVE CABINET AND TRANSITION
SUMP - SEE DETAIL  6/ AG-6

SITE AREA LIGHT, COMPLETED UNDER WAREHOUSE CONTRACT

BOLLARD - SEE DETAIL 5A / AG-6

"DO NOT ENTER" SIGN - SEE DETAIL 4 / AG-7

"STOP" SIGN - SEE DETAIL 4 / AG-7

PAINTED PARKING STRIPING, COMPLETED UNDER WAREHOUSE CONTRACT - GC
TO PAINT PER LOCAL JURISDICTION REQUIREMENTS

PAINTED TRAFFIC CONTROL STRIPING - SEE DETAIL 20 / AG-7

PAINTED "DO NOT ENTER" SIGN - SEE DETAIL 15 / AG-7
(SEE PROJECT SPECIFIC SITE PLAN)

PAINTED "STOP" / BAR - SEE DETAIL 15 / AG-7
(SEE PROJECT SPECIFIC SITE PLAN)

PAINTED TRAFFIC ARROW - SEE DETAIL 19 / AG-7

"MEMBERS ONLY" SIGN - SEE DETAIL 5 / AG-7

SURFACE MOUNTED BOLLARD - SEE DETAIL 13B / AG-6

COMMUNICATION CONDUIT TO WAREHOUSE EDP, DIRECTIONAL BORE 
PREFERRED

NOT USED

CLEAN OUT - CENTER ON ISLANDS

SPEED BUMP - SEE DETAIL 1 / AG-6

NOT USED

JOINT AT END OF ISLANDS - SEE 6 / AG-6

IN CASE OF FIRE OR SPILL SIGNAGE ON TWO SIDES - SEE AG-2, 9/AG-7

NO SMOKING/ STOP ENGINE SIGNAGE ON FOUR SIDES- SEE AG-2, 9/AG-7

CAMERA (SIO) ON LIGHT POLE, POINT CAMERA AT CONTROLLER ENCLOSURE

FIBERGLASS PIPING TRANSITION SUMP - 6 / AG-6

FUELING INDICATOR LIGHT SYSTEM (SOIC)

TMS CABINET MOUNT ON SEPARATE SUPPORT RACK - SEE 4 / AG-6

VST GREEN MACHINE - 8 /AG-6

OVERFILL ALARM ON PEDESTAL - SEE 15/AG-6

CONTROLLER ENCLOSURE SHOULD BE CENTERED ON FUELING SLAB
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KEYNOTES

41

42

43

44

45

46

47

A. ALL WORK, MATERIALS METHODS, ETC SHALL CONFORM TO ALL GOVERNING
BUILDING CODES, REGULATIONS AND AGENCIES.

B. PROVIDE PEDESTRIAN OR VEHICULAR PROTECTION BARRICADES, TEMPORARY 
GUARD RAILS AND/OR CANOPIES AS REQUIRED BY THE LOCAL AUTHORITIES OR AS 
NECESSARY FOR PEDESTRIAN AND VEHICULAR SAFETY.

C. THE DEVELOPER'S NAME, ADDRESS AND PHONE NUMBER TO BE
CONSPICUOUSLY POSTED AT THE CONSTRUCTION SITE DURING ALL PHASES OF 

CONSTRUCTION.

D. ITEMS NOTED AS EXISTING TO REMAIN. CONTRACTOR SHALL REPAIR AND/OR
REPLACE, AT CONTRACTOR'S EXPENSE, ANY EXISTING FACILITIES TO REMAIN
THAT ARE DAMAGED BY CONTRACTOR'S OPERATIONS.

E. ALL PAVING OR CONCRETE THAT IS DESTROYED OR REMOVED AS A RESULT OF 
CONSTRUCTION SHALL BE REPLACED OR PATCHED BY THE GC IN A MANNER THAT 
MATCHES OR IMPROVES THE CONDITION OF THE EXISTING PAVING. SAWCUT ALL 
PAVEMENT EDGES PRIOR TO INSTALLING ADJACENT PAVEMENT. DOWEL CONCRETE 
SURFACES WITH #4 DOWELS AT 18" OC.

F. VERIFY DIMENSIONS, LINES, GRADES, ELEVATIONS, AND SITE CONDITIONS
PRIOR TO COMMENCING WORK. NOTIFY ARCHITECT PROJECT MANAGER
IMMEDIATELY OF ANY DISCREPANCIES.

G. CONTRACTOR SHALL TAKE ADEQUATE PROTECTIVE MEASURES AND EXERCISE 
EXTREME CAUTION WHEN BORING OR TRENCHING SITE IN ORDER TO AVOID 
DAMAGING EXISTING UNDERGROUND UTILITIES. ANY DAMAGE TO EXISTING 
UNDERGROUND UTILITIES SHALL BE REPAIRED OR REPLACED AT THE CONTRACTOR'S 
EXPENSE.

H. SEE CIVIL DRAWINGS FOR GRADING AND DRAINAGE INFORMATION. NO
CLEAN-OUTS TO BE LOCATED IN THE UNDER CANOPY SLAB.

I. SEE LANDSCAPE DRAWINGS FOR PLANTING AND IRRIGATION INFORMATION.

J. SEE SHEET AG-2, AG-4 AND AG-5 FOR CANOPY ELEVATIONS,  CANOPY
REFLECTED CEILING PLAN, SIGN DETAILS, AND CANOPY MATERIALS.

K. REFER TO ENLARGED PLANS AND DETAILS, SHEET AG-5 FOR CONTROLLER
ENCLOSURE INFORMATION. PROFESSIONALLY ENGINEERED DRAWINGS AND
CALCULATIONS FOR PREFABRICATED CONTROLLER ENCLOSURE AVAILABLE
UPON REQUEST.

L. SEE ELECTRICAL DRAWINGS FOR SITE ELECTRICAL AND CONTROLLER
ENCLOSURE ELECTRICAL PANELS.

M. ALL ELECTRICAL CONDUIT OR CABLE, WHERE SUBJECT TO VEHICULAR TRAFFIC 
SHALL HAVE A MINIMUM OF 24" COVER.

N. SEE TANK AND ELECTRICAL DRAWINGS FOR FUEL PIPING RUNS AND
ELECTRICAL CONDUIT RUNS FOR UNDERGROUND STORAGE TANKS,
DISPENSERS, LIGHT FIXTURES AND SECURITY CAMERAS. ALL ELECTRICAL RUNS 

ARE SHOWN SCHEMATICALLY. THE BEST CONNECTION ROUTE SHOULD BE DETERMINED 
IN THE FIELD AND INSTALLED PER NATIONAL, STATE AND LOCAL CODE 
REQUIREMENTS.

O. A CLEARLY LABELED MANUALLY OPERATED EMERGENCY SHUT-OFF SWITCH
SHALL BE PROVIDED IN AN APPROVED LOCATION, WITHIN SEVENTY-FIVE (75)
FEET OF, BUT NOT NEARER THAN TWENTY-FIVE (25) FEET TO ANY DISPENSER. P. 

SIGNS IDENTIFYING THE EMERGENCY SHUT-OFF SWITCH SHALL BE LABELED 
EMERGENCY SHUTOFF.

Q. A FIRE EXTINGUISHER WITH A MINIMUM CLASSIFICATION OF 2A40BC SHALL BE
PROVIDED AND SO LOCATED TO NOT BE MORE THAN SEVENTY-FIVE (75) FEET
FROM ANY PUMP, DISPENSER, OR FILL-PIPE OPENING. LOCATE PER FIRE
DEPARTMENT REQUIREMENTS.

FIELD VERIFICATION AND COORDINATION:
1. SURVEY DIMENSIONS: DIMENSIONS OF SITE CONDITIONS ARE FROM SURVEY BY 
OTHERS. THE ARCHITECT BEARS NO RESPONSIBILITY FOR ACCURACY OF SAME.

2. EXISTING UTILITY LOCATION: THE CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFICATION OF THE SIZE AND LOCATION OF ALL EXISTING UNDERGROUND
AND ABOVE GROUND UTILITIES. EXISTING UTILITIES SHOWN HAVE BEEN
OBTAINED FROM AVAILABLE RECORDS AND ARE SHOWN FOR CONVENIENCE
ONLY. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY ADDITIONAL UTILITY 

LOCATIONS NOT SHOWN. CARE SHOULD BE TAKEN TO AVOID DAMAGE OR 
DISTURBANCE TO EXISTING UTILITIES. THE CONTRACTOR SHALL BE RESPONSIBLE 
FOR REPAIRING ANY DAMAGE TO THE UTILITY.
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SITE PLAN

AG-1

NOTE:

FOR FUEL FACILITY SIGNAGE,
SEE TABLE ON AG-2

NOTE:

TANK AND FUELING CONCRETE
SLABS NOTE:
CJ  - CONSTRUCTION JOINT,
SEE 16 / AG-6
SJ - SAW-CUT SHRINKAGE
JOINT, SEE 17 / AG-6

SCALE: 1 : 120
1

SITE PLAN

DATE DESCRIPTION

1 06/27/25 ISSUED FOR GREEN INK

2 08/05/25 ISSUED FOR SPA



1X4 COPING TO MATCH WAREHOUSE -
COLOR: DURANAR MEDIUM BRONZE

COPING TO MATCH WAREHOUSE -
COLOR:
DURANAR MEDIUM BRONZE

MOUNT SIGN ON CANOPY FASCIA BY
CANOPY SUPPLIER, CENTER ON ALL
FOUR SIDES OF CANOPY FASCIA

AG-7
9

SIGN

9

5

6

4

10

3

7
CENTER ON 
CANOPY SIGN

7

7

43
AG-7

9
SIGN

1
1

PAVEMENT, 1% MAX 
SLOPE - VERIFY SLOPE 
WITH CIVIL DWGS

AG-7
9

SIGN3

8

ABC

DATUM 0'-0" - SEE
CIVIL DRAWINGS

6

PRE-FINISHED METAL FASCIA PANEL, COLOR 'METALLIC CHAMPAGNE' -
SUPPLIED AND INSTALLED BY CANOPYSUPPLIER UNDER SEPARATE 
CONTRACT

NOT USED.

ACCESSIBLE MULTIPRODUCT DISPENSER

CONCRETE-FILLED METAL FORMED GUARD AT ENDS OF ISLANDS - TOP OF 
GUARD AT 30" ABOVE TRAFFIC SURFACE - PAINT SIDES ONLY WITH GLOSS 
BLUE, REFER TO SPECIFICATION

RAISED CONCRETE ISLAND WITH METAL EDGE FORM - PAINT SIDES ONLY 
WITH GLOSS BLACK, REFER TO SPECIFICATION

WASTE RECEPTOR, BOLT DOWN, CENTER OF EACH ISLAND (SOIC)

CANOPY FASCIA SIGN LIGHT FIXTURE  (SOIC)  - REFER TO DETAIL 16 / AG-3

FIRE EXTINGUISHER AND CABINETS MOUNTED ON COLUMN SIDE AWAY 
FROM DISPENSER - FIRE EXTINGUISHER CABINET TO BE: BROOKS MODEL # 
MARK II, RED CABINET WITH CLEAR COVER (OR EQUAL) - FIRE EXTINGUISHER 
AND CABINET, BY GC 

VIDEO CAMERA - VERIFY LOCATION WITH OWNER CONSTRUCTION PROJECT 
MANAGER.  GC SHALL RUN CONDUIT AND INSTALL 3" ROUND OR OCTAGONAL 
J-BOX FOR MOUNTING CAMERAS - SEE ELECTRICAL DRAWINGS

CAULK PERIMETER OF DISPENSER BASE WITH PETROLEUM RESISTANT 
SEALANT - SEE T-DWGS, TYPICAL 

12" x 12" ELECTRICAL ACCESS PANELS, SUPPLIED BY SPAN

2

3

4

5

6

7

8

9

10

11

1

KEYNOTES

A. SEE ENLARGED SITE PLAN FOR ADDITIONAL GENERAL NOTES AND 
ADDITIONAL DETAIL REFERENCES.

GENERAL NOTES
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1

SOIC - FUEL FACILITY SIGNAGE

MEMBERS ONLY / ENTER 
HERE WITH COSTCO LOGO
18" x 24" ALUMINUM

NO SMOKING / STOP 
ENGINE 18" x 22" ALUMINUM

IN CASE OF FIRE OR SPILL
18" x 22" ALUMINUM

IN CASE OF FIRE OR SPILL
18" x 24" ALUMINUM, ONE 
SIDE

NO CASH ON PREMISES
VINYL

EMERGENCY SHUT-OFF

STOP/DO NOT ENTER
24"X 24" ALUMINUM

METAL POST EACH SIDE ON ENTRANCE(S) -SEE
DETAIL 5/AG-7

AT ENTRY AND EXIT COLUMNS -FLUSH
MOUNT ON COLUMNS SEE SITE PLAN

AT CENTER COLUMNS -FLUSH MOUNT ALL 
SIDES OF COLUMN SEE SITE PLAN

MOUNT ON CONTROLLER ENCLOSURE NEXT 
TO EMERGENCY PHONE, VISIBLE FROM THE 
PUMPS

MOUNT ON CONTROLLER ENCLOSURE, NEAR 
DOOR

ABOVE EMERGENCY SHUT-OFF ON 
ENCLOSURE - SEE 4/AG-5;  BELOW 
EMERGENCY SHUT-OFF - SEE 19/

METAL POST EACH SIDE OF EXIT -SEE
DETAIL 4/AG-7

QTY DESCRIPTION TYPICAL PLACEMENT

2

AG-2

1

AG-2

A

B

C

4 3 2 1

4321

1X4 COPING TO MATCH 
WAREHOUSE -COLOR:
DURANAR MEDIUM BRONZE

7

1X4 COPING TO MATCH 
WAREHOUSE -COLOR:

DURANAR MEDIUM BRONZE

3

4

1

7

MOUNT SIGN ON CANOPY FASCIA BY 
CANOPY SUPPLIER, CENTER ON ALL 

FOUR SIDES OF CANOPY FASCIA

CENTER ON 
CANOPY SIGN 7

AT FOREGROUND

13' 6"

MOUNT SIGN ON CANOPY FASCIA BY 
CANOPY SUPPLIER, EACH SIDE OF 
CANOPY FOR INCOMING AND 
OUTGOING TRAFFIC

PAVEMENT, 1% MAX 
SLOPE - VERIFY SLOPE 
WITH CIVIL DWGS.

CANOPY SIGN, 
CENTER ON CANOPY 
-- SEPARATE PERMIT

43 

13' 6"

43 43 43 

12 12 12 12

HEIGHT CLEARANCE SIGN -
MOUNT
ON CANOPY FASCIA BY
CANOPY SUPPLIER, EACH 
SIDE OF
CANOPY FOR INCOMING AND
OUTGOING TRAFFIC
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CANOPY ELEVATIONS

AG-2

SCALE:    1 : 50

CANOPY AND DISPENSER ISLANDS
2

SCALE:    1 : 200

KEY PLAN
3

SCALE:  1 : 50
1

CANOPY AND DISPENSER ISLANDS (ENTRY ELEVATION1)

DATE DESCRIPTION

1 06/27/25 ISSUED FOR GREEN INK

2 08/05/25 ISSUED FOR SPA



PARTIAL VIEW OF 
METAL ROOF PANELS

U-CHANNEL FOR LIGHT 
SUPPORT, TYPICAL.

SECURITY LIGHT 
FXTURE TYPICAL.
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CANOPY REFLECTED
CEILING PLAN

AG-4

SCALE:    1 : 50

REFLECTED CEILING PLAN
1
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